
Phantom Power
The DM20, DM6 and SR25 are lightning-fast condenser microphones which require 48-volt phantom power.

To avoid loud pops, unwanted noises and equipment damage:

Before connecting

� Mute channel�
� Switch phantom power OFF

After connecting

� Switch phantom power O�
� Un-mute channel�
� Adjust preamp gain, EQ and other 

settings to taste

Before disconnecting

� Mute channel�
� Switch phantom power OFF

Inserting the DM20 into the RM2 Rim Mount
The RM2’s mic clip is designed to hold the DM20 very securely. While it may seem like a challenge to insert the DM20, it’s easy 
once you get it:

�� Hold the DM20 against the 
bottom of the mic clip

�� Press the DM20 into the 
RM2’s rubber mic clip at an 
angle, using the DM20’s 
body to separate the two 
halves of the clip

�� Press and slide the DM20’s 
body upwards…

�� … until the DM20 snaps into 
place, with the logo ring 
just above the mic clip

TIPS FOR KICK MIC PLACEMENT

To get the best sound right out of the box, place the DM6 just inside the bass drum’s port.



Align the mid-band of the windscreen with the drum’s resonant head and feel free to 
adjust slightly to taste.



The DM6 is designed to sound phenomenal right out of the box, even when you have 
absolutely zero setup time. When you have time to add creative EQ and dynamics, the 
DM6 will take whatever you throw at it.
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