
Getting Started

Thank you for purchasing an Earthworks Audio microphone, designed, assembled and tuned in Milford, New Hampshire, USA.


Remove the microphone from its packaging and inspect it. It has a body containing active electronics, a flexible gooseneck, 
and a microphone capsule with a black metal mesh windscreen. Also in the box is a clip for mounting to a microphone stand.

SOUND SETTINGS
If your FlexMic is replacing a dynamic microphone, you should lower the gain control before using your FlexMic for the first 
time, as its output level is likely to be higher.



We also recommend starting with EQ flat and resetting compression, gates and other corrective processing.

Phantom Power
Earthworks FlexMics are condenser microphones which require 48-volt phantom power.
 To avoid loud pops, unwanted noises 
and equipment damage:

Before connecting
� Mute channels�
� Switch phantom power OFF


After connecting
� Switch phantom power ON�
� Un-mute channels


Before disconnecting
� Mute channels�
� Switch phantom power OFF


Placement Tips
The Earthworks FlexMic has a large sweet spot, both in terms of the width of its coverage, and its performance at various 
distances. However, for best results:

� The person speaking should be less than 60 degrees off-axi�
� The person speaking should be between 4 and 12 inches (100mm and 300mm) from the microphone

SPECIFICATIONS

Frequency Response 20Hz – 20kHz

Polar Pattern Cardioid or Supercardioid

Microphone Type Condenser

Sensitivity (1kHz) -34 dBV/Pa (20 mV/Pa)

Phantom Power 
Requirements

48V, 6mA

Maximum Acoustic Input 148 dBSPL

Self Noise 20 dBSPL (A-Weighted)

Output Connector XLR3-M

Minimum Load Impedance 1k Ohm

Warranty 2 Years

Dimensions (L x D) FM5R-C + FM5R-S: 16.24 in x 
0.86 in (412.5 mm x 21.84 mm)



FM6R-C + FM6R-S: 20.74 in x 
0.86 in (526.8 mmx 21.84 mm)



FM7R-C + FM7R-S: 24.61 in x 
0.86 in (625.1 mm x 21.84 mm)

Weight FM5R-C + FM5R-S: 0.30lb 
(0.14kg)



FM6R-C + FM6R-S: 0.35lb 
(0.16kg)



FM7R-C + FM7R-S: 0.35lb 
(0.16kg)

Optional Accessories FMW2 Foam Windscreen, 
PMM1 Microphone Mount

Manufacturer Part Number FM5R-C, FM5R-S, FM6R-C, 
FM6R-S, FM7R-C, FM7R-S

FLEXMIC GEN 2 quick start guide
Models: FM5R-C, FM5R-S, FM6R-C, FM6R-S, FM7R-C, FM7R-S

WARRANTY: Earthworks products carry a limited warranty.


Visit earthworksaudio.com/warranty for more information. Version 1.1, Last Updated 10/3/24



POlar RESPONSE

Cardioid Supercardioid

FREQUENCY RESPONSE

Cardioid

Supercardioid

FLEXMIC GEN 2 quick start guide
Models: FM5R-C, FM5R-S, FM6R-C, FM6R-S, FM7R-C, FM7R-S

WARRANTY: Earthworks products carry a limited warranty.


Visit earthworksaudio.com/warranty for more information. Version 1.1, Last Updated 10/3/24


