
Getting Started

Thank you for purchasing an Earthworks microphone, designed, assembled and tuned in Milford, New Hampshire, USA.

INCLUDED ACCESSORIES
1 SRW3 Foam Windscreen 

1 MC1 Mic Clip 

1 Microphone Bag

SOUND SETTINGS
� The Earthworks P30-S is a condenser microphone with active electronics�

� Condensers typically have higher output levels than dynamic microphones. If your P30-S is replacing a dynamic 

microphone, you should lower your gain control before using it for the first time�

� We also recommend starting with EQ flat and resetting compression, gates and other corrective processing.

Phantom Power
The P30-S microphone requires 48-volt phantom power. To avoid loud pops, unwanted noises and equipment damage, 

follow these steps whenever you power it up:

Before connecting
� Mute the channe�

� Ensure phantom power is switched 

OFF

After connecting
� Switch phantom power ON�

� Let the microphone warm up for at 

least ten seconds�

� Un-mute the channel

Before disconnecting
� Mute the channe�

� Switch phantom power OFF

POSITIONING FOR INSTRUMENTS
� The P30-S’s flexible gooseneck allows you to fine-tune the position of the capsule for the best possible sound. It also 

lets you aim the capsule towards your sound source while keeping the body of the microphone parallel to the stand 

for a low profile�

� The P30-S has a large sweet spot, in terms of the width of its coverage and its performance at various distances�

� Its high SPL handling and low noise make it excellent for both close-miking and capturing sources at a distance.

POSITIONING FOR CHOIR
� It is common to use two P30-S microphones in a single row, on tall stands positioned 2 to 3 feet (0.6 to 0.9 meters) 

downstage of the front row of singers.�

� Depending on the width of the choir, you may choose to use more than two microphones�

� With large choirs it may be preferable to use more than one row of microphones, to provide zoning and have more 

control of the mix.
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WARRANTY: Earthworks products carry a limited warranty.


Visit earthworksaudio.com/warranty for more information.



SPECIFICATIONS

Frequency Response 20Hz - 25kHz


Polar Pattern Supercardioid

Microphone Type Prepolarized Condenser


Diaphragm Size
 10 mm


Sensitivity (1kHz) -35 dBV/Pa (18 mV/Pa)


SPL Handling
 135 dBSPL (1% THD)



141 dBSPL (3% THD)


Maximum Acoustic Input 146 dBSPL (10% THD)

Phantom Power 
Requirements


48V, 6mA


Self Noise

 20 dBSPL (A-Weighted)



Output Connector
 XLR3-M


Minimum Load Impedance
 1k Ohm


Dimensions 0.85 in x 7 in (21.8mm x 80mm)

Weight 0.32 lbs (0.15 kg)

FREQUENCY RESPONSE

POlar RESPONSE

With windscreen Without windscreen
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